\ Universal Elevator®

Specializing in Custom Elevators

http://www.universalelevator.com/
http://www.mrlelevators.com

452 Yacht Club Dr P.O.Box 848 Rockwall,Texas 75087
Toll Free1-800-547-0747 1-972-722-8001 Fax 1-877-810-7806

SF500™
Gearless MRL

for SF500 C+R+LULA
Commercial Lift LU/LA Residential

Elevator
Meets CSA B613-00, B-355-00, B44-04
section 5.2, 5.3 and ASME A18.1, ASME
A17.1

Date :

Company Name : Job Name :
Contact name: Location :
Telephone : Fax:

1.0 Model Base Package http://www.universalelevator.com/UEC.LULA.Selection.pdf

SF 500 C SF 500 R SF 500 LU/LA

Base package (constant pressure or single automatic operation, GEARLESS MRL application, Multi-speed) includes

Car Doors and Cab Front return in Stainless steel # 4, Automatic door operator
1.1 Number of Stops

I:l Number of stops

1.2 Voltage (1=Yes)
Standard Voltage 208 0r480 V/3/60
Optional - Voltage 575-600V /3 /60
Optional - Voltage for Motor & Control 220V /1/60

1.3 Capacity (1=Yes)

750 Ibs max @ 40 fpm (SF500C or SF 500R)
1000 Ibs max @ 30 fom  (SF500C or SF500R)

1400 Ibs max @ 30 fom  (SF500C or R or LU/LA))
14 Pit Depth (1=Yes)

Standard 10" ( 254 mm )
Optional 8'  (absolute min.)

Other: Specify: I:llnches

Standard 123" (for GT 500 C+R)
Standard 123" With " Top Prop "(for LU/LA and existing building

Car top Inspection Station (for LU/LA)

Emergency top Exit (for LU/LA)

Standard 132" or above with" Car top guard rail "(for LU/LA and New building
Other: Specify: Inches

1.5 Overhead (1=Yes) ( minimum 123" for 84" high cab - if higher cab, add same increase in overhead )

(folding guard rail)

Universal reserves the right to discontinue models or options at any time. Or change features and specifications without notice and

without incurring obligation
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1.6

Total Travel

[ ]=total travel height in INCHES

1.7 Floor to floor travel between landing (inches)
Between 1st to 2nd floor
Between 2nd to 3rd floor
Between 3rd to 4th floor
1.9 Fasteners for rail brackets - Selectonlyone  (1=Yes)
Not required STANDARD
Concrete anchors Lag bolts Through Bolts
| | |J__| |_9__| Specified with an "X"
2.0 Configuration Model Type (1=Yes)
SF 501  (Front only)
SF 502 (Front/Rear)
SF 503 (Front/Side)
SF 504  (Side only) for dimension)
2.1 Control room layout (1=Yes)
Adjacent Control Room (top of hoistway)
Opposite Control Room (top of hoistway)
Rear Control Room (top of hoistway)
Remote Control room Specify::feet Customer must provide a sketch for our engineering dept.
2.2 Cab Size (1=Yes)
Standard ( Go to this PDF web site for Sizes: http://www.universalelevator.com/UEC.LULA.Selection.pdf
Custom up to 15, 18, or 21.5 Sq.ft per code Confirm cab size: W:
Confirm hoistway size :  W:
3.1 Two Speed Entrances
GT-ECONO 2Speed entrance - Hollow metal door panels, Track, hangers, closers & lock, Light grey
prime painted with Aluminum Extruded sill, satin coat fascias
Standard Frames built to suit 8" concrete block
Optional - Frames built to suit Drywall up to 8"
Optional - Frames built to suit Block or Drywall up to 12"
3.2 Entrances finishes Options
Painted entrance
Stainless steel # 4 entrance Eor Stl/Stl # 8 mirror finish entrance DSpecify
Bronze/ Muntz # 4 satin finish entrance or Bronze/ Muntz # 8 mirror finish entrance Specify
3.3 Entrances options
Nickel Silver sill D Bronze sill D Specify
Stick On Jamb Braille Plates (for LU/LA) (2 per Ianding entrance)
If other specify: |
4.0 Control operation
Constant Pressure operation - STANDARD
Optional - Single Automatic *** \Where permitted by Code or (for LU/LA)
4.1 Controller options
Emergency Battery: ]ElIJf”tT:aZO\ililsvriﬁ;huts down whi[e the elevator is running gt full speed and
, just keep running at full speed as if nothing happened.)
Short Floor - Floor to floor lower than 12"
"Up " start counter
Automatic " turn off " cab lighting *** Where permitted by Code
4.2 Electrical Wiring material (1=Yes)

Electrical wiring material + Travelling Cable & hoistway wiring

|:| UEC.Remote Elevator Monitoring

Universal reserves the right to discontinue models or options at any time. Or change features and specifications without notice and

without incurring obligation
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7.0

7.2

7.3

9.0

FIXTURES (1=YES)

Standard COP Specify:l Stops

CDI (Car Direction Indicator) Specify |Number ** Mandatory for LU/LA application
(1 CDI for GT 501) (2 for GT 502)

Option Digital Car Position Indicator - Dot matrix

Optional Rear Opening provision for button & operation.
Option Brass COP and pushbuttons

Standard telephone box (no phone) Stainless # 4 I:l Bronze # 4 I:I Specified:

Hands Free phone Integrated in COP ***Mandatory for LULA
Hall Stations (specify number of:)

Keyless Call Hall Station

Keyed Call Hall station

Add On - OFF key

Add a wheelchair " logo " on the faceplate

Add'l cost to add an Access key switch ** when required by code  ***Mandatory for LULA
Landing Designation

*** Standard designation available (SS, RC, B, G, L, M, 1, 2, 3, 4, 5)
CRATING (1=YES)

Crating on a pallet
Crating in a wood box - totally enclosed with plastic wrap protection
Overseas Crating - wood treated

Clarifications, Comments or Alternate

Universal reserves the right to discontinue models or options at any time. Or change features and specifications without notice and
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